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3107C CHIPPER
DESIGN
Powered by either a 31hp Briggs & Stratton Vanguard  
V-Twin engine or a Honda GX800 engine, both with electric 
start, the Barreto 3107C Chipper utilizes a series of  
load-sensing valves to optimize material feed. As the load on 
the feed system increases, or as the chipper flywheel slows, 
the feed rate will automatically adapt to allow the flywheel 
to maintain maximum RPM. The feed wheel and motor are 
mounted to a tensioned pivot-arm system. The arms pivot on 
heavy-duty composite bushings instead of the plastic wear 
slides commonly used by machines of similar size. Designed 
to chip up to 7” diameter wood material, the chipper features 
two double-sided knives. All grease points are situated in a 
central location to facilitate easy greasing and servicing.

CONTROLS
The operator safety bar allows for the manual start, stop, and 
reverse of the feed wheel, and the yellow safety bumper bar across 
the front of the feed chute provides an emergency stop. The Barreto 
3107C Chipper is ready to tow with a standard 2,900 lb torsion axle 
and quick release coupling. It also has a bolt-on tongue which is 
removable and replaceable in the event it becomes damaged.

Operator safety bars allow for the manual start, stop, and reverse 
of the feed wheel, and the yellow safety bumper bar provides an 

emergency stop

 Centralized manifold with grease points
to facilitate easy greasing and servicing

Operator safety bar

Safety switch to prevent the engine from being 
started while the blades are exposed

Multi-position discharge chute

Safety bumper bar



REAR SPECIFICATIONS: 3107C

Dimensions: U.S. Metric:
  Weight 1,890 lbs 857.29 kg
  Height 88” 2.24 m
  Operating Length 146” 3.71 m
  Travel Length 120” 3 m
  Width 70” 1.40 m

Engine Options:
  Briggs Vanguard (HP: 31) 31HP V-Twin 31HP V-Twin
  Honda GX800 GX800
  Fuel Gasoline Gasoline

Chipper Specs:
  Feed Roller Dimension 8.2” 20.8 cm
  Rows of Teeth 8 8
  Feed Speed 123 fpm 403.54 mpm
  Infeed Table Width 41” 1.04 m
  Infeed Table Height 25” .64 m
  Infeed Throat Capacity 7” x 8” 17.8 cm x 20.1 cm
  Material Capacity 7” 17.8 cm
  Number of Knives 2 2
  Usable Edges 2 2
  Cutting Wheel Weight 275 lb 124.7 kg
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